
Zertifiziert nach:
ISO 14001:2015   -   Zert.-Nr. 01 104  069609 
ISO  9001:2015   -   Zert.-Nr. 01 100  89747

8

W
e 

re
se

rv
e 

th
e 

rig
ht

 to
 c

ha
ng

e 
te

ch
ni

ca
l s

pe
ci

fic
at

io
ns

 w
ith

ou
t p

rio
r n

ot
ic

e.
 E

&E
O

R
oo

fli
gh

ts
  4

00
 x

 4
00

 m
m VisionStar M pro 2   -   model 49P

- Tinted glass / double glazed dome
- Available with or without permanent ventilation
- Interior frame with pleated blind and net

Advantage overview:
- Improved opening mechanism
- Variable opening up to 50°
- Very flat glazing dome (only 80 mm o. r.)
- Improved noise reduction
- Insulated frame for enhanced insulation
- Permanent ventilation even when blind is closed
- Strong UV-filter because of tinted glazing dome
- Robust domes from Polycarbonate

Measures:
aperture:		  400 x 400 mm
corner radius:		  28 mm
size of dome:		  490 x 470 mm
free airflow:		  up to 150 cm²
height over roof:	 80 mm
size of inner frame:	 565 x 530 x 35 mm

*  white similar to RAL 9001     signal white similar to RAL 9003

Roofthick- Colour of frame* perm. pack.qty. weight

ness up - to white signal white ventilation pcs.    appx. 

25-60 mm 4903PW 4903PSW 0 cm² 11 3760 g.

25-60 mm 4903PW75 4903PSW75 75 cm² 11 3725 g.

25-60 mm 4903PW150 4903PSW150 150 cm² 11 3680 g.



Zertifiziert nach:
ISO 14001:2015   -   Zert.-Nr. 01 104  069609 
ISO  9001:2015   -   Zert.-Nr. 01 100  89747

9

W
e 

re
se

rv
e 

th
e 

rig
ht

 to
 c

ha
ng

e 
te

ch
ni

ca
l s

pe
ci

fic
at

io
ns

 w
ith

ou
t p

rio
r n

ot
ic

e.
 E

&E
O

R
oo

fli
gh

ts
  4

00
 x

 4
00

 m
m

*  white similar to RAL 9001     signal white similar to RAL 9003

** Warm-up time to 60° of the full light output

Data of fitted LED-light  (394 x 9 x 2,5 mm):

Light colour (warm white):	 ~ 3000K
Energy efficiency class:
Nomin. useful luminous flux:	 2 x 390 lm
Voltage:			   12 - 14V DC
Consumption:		  2 x 4,2 kW/h / 1000 h.
Nominal lifetime:		  10.000h
Number of switching cycles:	 50.000
(before premature failure)

Warm up time **:		  < 1sek.
Nominal beam angle:	 60°
(not suitable for accent lighting)

VisionStar M pro 2 LED   -   model 49PL

- Tinted glass dome / double glazed dome
- Available with or without permanent ventilation
- Interior frame with pleated blind and net
- Efficient LED-lighting
- Powerful LED, warm white
- Opal glass for good light diffusion
- Dimmable LEDs (dimmer BD1209)

Advantage overview:

- Improved opening mechanism
- Variable opening up to 50°
- Very flat glazing dome (only 80 mm o. r.)
- Improved noise reduction
- Insulated frame for enhanced insulation
- Permanent ventilation even when blind is closed
- Strong UV-filter because of tinted glazing dome
- Robust domes from Polycarbonate

Measures:

aperture:		  400 x 400 mm
corner radius:		  28 mm
size of dome:		  490 x 470 mm
free airflow:		  up to 150 cm²
height over roof:	 80 mm
size of inner frame	 565 x 570 x 35 mm

Roofthick- Colour of frame* perm. pack.qty. weight

ness up - to white signal white vent pcs.    appx. 

25-60 mm 4903PLW 4903PLSW 0 cm² 11 3960 g.

25-60 mm 4903PWL75 4903PLSW75 75 cm² 11 3925 g.

25-60 mm 4903PWL150 4903PLSW150 150 cm² 11 3880 g.


